

















SWITCHBOARD

From concierge to control centre

Each switchboard can be associated to a specific group of users

or to all users. If the switchboard operator is not present, switchboard
function can be automatically transferred to another switchboard.
The switchboard can put users of another systems into communication.
Calls can be transferred to a cordless phone: this function is useful
when operators leave their usual stations. A regular headset and
microphone (like the ones used by call centres), a Bluetooth headset
or a 1039/41 microphone which connects to the PC via USB port

and A/V cable can be used for audio functions. The image is instead
shown on the PC monitor (the PC may be of the touchscreen type).
The operator may send recorded audio messages to a specific user,

group of users or all users at the same time.

VOIP TELEPHONE

Managing the residential compound with IPervoice is very flexible,
also because it can connect to a VolP telephone. Used in common
areas, this telephone can be called by all users and can be used

to call them all back; furthermore, the telephone may be used

to activate typical switchboard operations, such as opening the door.
The VolP telephone is a hands-free device with a PSTN input

for use as a traditional telephone.
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References
1039/1

IP system server

Intel Pentium 1GHz processor. With one RJ45 port and two USB ports.
Ready for mounted on wall and on DIN bar. With 2.5" HDD.
Dimensions: 172 (width) x 55 (height) x 114 (depth).

On/Off button and LED, reset button. Power supply unit included.

1039/100

Set of 20 RJ45 connectors IP side
Set of 20 RJ45 connectors with “URMET" print for connecting compatible IP devices.

1039/101

Set of 20 RJ45 connectors column side
Set of 20 RJ45 connectors with “NO LAN" print for connecting IP IPervoice column devices.

1039/14

Vandal-proof IP calling module

Monolithic, vandal-proof steel module. With colour camera, light, 3,5" TFT display,
alphanumeric keypad, door opener and proximity key reader module.
Dimensions: 310 mm (height) x 130 mm (width) x 15 mm (protrusion from wall).
Door opener sensor connections, management of two locks and hall button.

1039/20

CAT5 column power supply unit

Power supply unit for IPervoice riser. Provided with two RJ45 connectors for inlet and output bus.
With LED and trimmer for video signal equalisation.

Dimensions: DIN bar (10 modules).

1039/34

CATS5 four-user distributor

Four user in column. With four RJ45 connectors for connecting users and two RJ45 connectors
for input and output buses. Call floor for each user.

Terminals for connecting the second audio channel to the column.

Relay output for connecting to a floor alarm signal.

1039/36

CAT5 intercom device

For connecting four apartment devices (audio or video door phones) allowing intercom functions.
Up to four devices in a cascade for a total of 16 devices in parallel and intercommunicating

in the same apartment. DIN bar (6 modules). Locally powered by 1039/20.

1039/37

CATS lift interface

Allows to supply door open information to the lift control unit of the building.

Provided with 24 NO/C/NC relay outputs which can be associated to each user or group of users.

Up to eight devices can be connected in cascade for a total of 192 commands.
DIN bar (12 modules). Locally powered by 1039/20.

1039/41

PC concierge switchboard
Atlantico door phone with USB connector and A/V plug for connection to PC.
Provides audio door phone connection to concierge switchboard application.

1039/44

4 ports + 4PoE switch
Switch with 8 ports, of which four PoE.

1039/45

4PoE + 2 ports switch with power supply unit
Switch with 6 ports, of which four PoE. Operations with extended temperature range (-40° +75°C).
Power supply unit included. Arranged for assembly on DIN bar.
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1039/50

IP/CAT5 gateway
For interfacing IP backbone with riser column. Assembly on DIN bar (10 modules).

1039/56

Bluetooth programming device
Interface for programming column devices using mobile phone or PDA.
Provided with adapter cable.

1039/61

Apartment alarm interface
Interface board to be arranged inside URMET units 1061/004 and 1061/006.

1039/69

IPervoice Video Server
For connecting 4 traditional cameras. The images are conveyed to IP bus and displayed on devices
in the system (monitor, switchboards).

1039/80

IP special decoder
For activating/deactivating loads or other functions on IP backbone.

1039/88

Sinthesi IP reading head
IP bus proximity key reader.

1039/90

IP outdoor cable
CAT5 for buried installation. For use on common backbone. 100 metre reel.

1139/2

IPervoice door phone
Signo door phone. Provided with three buttons plus door opener button.

1740/95

IPervoice plus bracket for Signo

1707/95

IPervoice bracket for Imago

1707/1

Imago monitor
4" colour monitor, hands-free, wall mounted.

1740/1

Signo monitor
4.5" b/w monitor.

1740/40

Signo monitor
4" TFT colour monitor with handset.

1717/1

Monitor
7" TFT colour monitor, hands-free, touchscreen. \Wall mounted.

4501/5
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URMET DOMUS S.p.A.

Via Bologna, 188/C

10154 Torino (ITALY)

Switchboard Phone +39 011.24.00.000
Export dept. Phone +39 011.24.00.250/256
Fax +39 011.24.00.296

Customer Service +39 011.24.00.863

urmetdomus.com

info@urmetdomus.it





